
Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r t

ec
hn

ic
al

 c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rfo
rm

an
ce

 o
f t

he
 p

ro
du

ct
s 

co
nt

ai
ne

d 
he

re
in

.
Th

is
 d

oc
um

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

.
It 

is
 th

e 
du

ty
 o

f a
ny

 s
uc

h 
us

er
 o

r i
nt

eg
ra

to
r t

o 
pe

rfo
rm

 th
e 

ap
pr

op
ria

te
 a

nd
 c

om
pl

et
e 

ris
k 

an
al

ys
is

, e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 re

sp
ec

t t
o 

th
e 

re
le

va
nt

 s
pe

ci
fic

 a
pp

lic
at

io
n 

or
 u

se
 th

er
eo

f.
N

ei
th

er
 S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
no

r a
ny

 o
f i

ts
 a

ffi
lia

te
s 

or
 s

ub
si

di
ar

ie
s 

sh
al

l b
e 

re
sp

on
si

bl
e 

or
 li

ab
le

 fo
r m

is
us

e 
of

 th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
he

re
in

.

Feb 12, 2022
1

Product data sheet
Characteristics

SDD113502
SEDNA, Rotary LED Dimmer, RC/RL 5-200W,
Aluminium

Main
Range name Sedna Design & Elements
Function Dimmer
Delivery form Mechanism with fixing frame
Cover plate color Aluminium
Kind of terminals Screw terminal

Complementary
Load type Halogen lamp: 14...150 W

Halogen lamp: 5...150 W
Incandescent lamp: 14...200 W
Incandescent lamp: 5...200 W
LV halogen lamps: 14...150 VA
LV halogen lamps: 5...150 VA
LED lamp: 7...100 VA
LED lamp: 5...100 VA
LED lamp: 7...20 VA
LED lamp: 5...20 VA

Rated voltage 230 V AC
12 V AC

Protection type Overheating protection
Automatic overload protection
Short-circuit protection

Control type Local control
Remote control

Material of visible parts Polycarbonate
Surface finish Painted
Fixing mode By screws
Height 73 mm
Width 73 mm
Depth 55 mm
Net weight 0.093 kg
Market segment Small buildings

Residential

Environment
Standards EN 60669-2-5

IEC 60669-2-5
Conformity mark CE

EAC
Product certifications CE

EAC
IP degree of protection IP20
Ambient air temperature for operation 5…35 °C
Ambient air temperature for storage -10…50 °C
Directives 2014/35/EU - low voltage directive

2014/30/EU - electromagnetic compatibility

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Packing Units
Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Weight 157 g
Package 1 Height 8 cm
Package 1 width 9.5 cm
Package 1 Length 9.5 cm
Unit Type of Package 2 S03
Number of Units in Package 2 36
Package 2 Weight 6.101 kg
Package 2 Height 30 cm
Package 2 width 30 cm
Package 2 Length 40 cm
Unit Type of Package 3 P12
Number of Units in Package 3 576
Package 3 Weight 109.616 kg
Package 3 Height 75 cm
Package 3 width 80 cm
Package 3 Length 120 cm

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration
Environmental Disclosure Product Environmental Profile
Circularity Profile End Of Life Information
WEEE The product must be disposed on European Union markets following specific

waste collection and never end up in rubbish bins

https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1708009EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1708009EN

